Harlequin Ballet Barres

Retro Fitted
floor-mounted brackets

Harlequin Retro Fitted Floor-mounted Brackets are constructed from high grade
steel with a powder coated finish. The base plate is fitted with a cover plate to hide
floor fittings and provide a streamlined look to your studio.

Harlequin Retro Fitted Floor-mounted Brackets can be fitted professionally or
purchased for self-install. The brackets are available in a range of colours with black
kept in stock.

Single or double bracket | Both
Height 1.125mtr high (top of bracket)
Colour Black (special order colours available)
Weight Single 8kg each
Double 10kg each
Installation

Harlequin recommends the post of the Retro Fitted Floor-mounted bracket is inset 150mm from wall.
Base of Retro Fitted Floor-mounted bracket is to be level when installed. Ensure consistent levelling
across all brackets. Packers may be required to level base of brackets if sub floor is uneven.

NOT recommended for self-installation on sprung floors. Please speak to one of our experts for

sprung floor installation. 194.52

Tools required for self-installation

Concrete Floor Installations

« Hammer drill

+ Dyna bolts x4 (sold separately)
+ Shifting spanner

« Spirit level

1050.00 1050.00
Timber Floor Installations

« Power drill

+ M10 fixings x8 (included)

+ Shifting spanner

« Spirit level J

58307 58,30 5830 25

225.00
22500 = 200,00

Beech or pine barre versions

+ Available in single or double bracket versions
+ Height from floor to centre of upper barre — 1050mm

+ Barre diameter — 50mm

+ Pine barre available in 1.5m length. Beech barre available in 1.5m or 2.3m lengths.

If you would like further information, advice and / H A R LE O u I N
samples please contact us on +44 (0) 1892 514 888

or enquiries@harlequinfloors.com www.harlequinfloors.com



